
FEATURES & BENEFITS
• Aluminum construction

• Maintenance free

• No painting or staining

• Stronger than PVC or wood

• Corrosion resistant

• Will not warp, crack or fade with time

• Flexibility in lengths and styles*

• Multiple applications such as decks,
pools, spas, porches or balconies

• 20- year limited warranty
(Imperial components must be used
for  warranty to apply)

• Available within 10 working days

For more information on these and other quality products
manufactured by Imperial, please contact:

Imperial Manufacturing Group
40 Industrial Park Street
Richibucto, NB  E4W 4A4

Tel: 1-800-561-3100
Fax: 506- 523-9024
www.imperialgroup.ca

Manufacturing Facilities:
Richibucto, NB | Dieppe, NB | Dartmouth, NS | Montreal, QC | Oakville, ON | Hamel, ILPr
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Distributed by:
*Availability of sizes varies by railing series. Ask for details.

MEETS
BUILDING

CODES

HEIGHT* 32” 36” 42”

SPINDLE SIZE* 1⁄2” x 3⁄4” 3⁄4” x 3⁄4” 3⁄4” x 1”

SPINDLE DESIGN*

Straight (A) New-Curve (B)
Excel (C) Round (D)

† New-Curved spindles (B) are not available for 32” high railing.

VISION GLASS* Clear Smoke

POSTS* 2” x 2” 3” x 3”
In applications where the railing will be mounted on
ACQ pressure treated wood, a vinyl gasket must be
used to prevent contact between aluminum posts
and the wood.

COLORS* White Warm
Beige Clay Black

Wall brackets
are available

02
06

 R
ev

00
2


